
TL - 12SS
Pressure Reducing Valve Full Port Flanged End
Materials : ASTM A351-CF8     Steam / Air         Size : 1/2" ~ 4"

TL - 13 / 14
Pressure Reducing Valve Full Port Flanged End
Materials : Cast Iron     Steam / Air
Size : 1/2" ~ 6"

Working Condition
1- Working pressure : 1-10 kg/cm2
2- Working temperature : 200 ºc
3- Medium : Steam

KGNHH2H1BCDLINCHMM
10415260741560.5891551/2"15A

10.5415260742070981553/4"20A
11415260742579.51081651"25A
164152809932891171951 1/4"32A
17415280994098.51271951 1/2"40A
2441931011650120.51522252"50A
3141932212565139.51782502 1/2"65A
3741932513580152.51902903"80A
50819370153100190.52293304"100A
988225401951252162544105"125A

105822540195150241.52794106"150A

KGNHH2H1BCDLINCHMM
10414260741565951551/2"15A

10.54142607420751051553/4"20A
114142607425851151651"25A
1641828099321001401951 1/4"32A
1741828099401101501951 1/2"40A
24418310116501251652252"50A
31418322125651451852502 1/2"65A
37818325135801602002903"80A
508183701531001802203304"100A
988185401951252102504105"125A

1058225401951502402854106"150A

PN16-DIN-2633  Dimensions

UNIT M/M

Working Condition
1- Working pressure : 1-10 kg/cm2
2- Working temperature : 200 ºc
3- Medium : Steam

ANSI - 150LB Dimensions

988185401951252102504105"125A
1058225401951502402854106"150A

UNIT M/M


